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Endpoint. — J. Alan Roberson; 7(4), 235-40 
(2003). 

Monte Carlo method 

Inexact Multiphase Modeling System for the Man- 
agement of Subsurface Contamination under 
Uncertainty. — Imran Magsood, Jian-Bing Li , 
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tional Drinking Water Treatment Plants. — C. D. 
Adams; 7(4), 281-8 (2003). 

Petroleum 

Inexact Multiphase Modeling System for the Man- 
agement of Subsurface Contamination under 
Uncertainty. — Imran Maqsood, Jian-Bing Li , 
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J.B. Li, G. H. Huang, A. Chakma, and X. S. Qin; 
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Remediation. —Thomas L. Theis, Denis M. 
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Bioslurping Model for Assessing Light Hydrocar- 
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Bioslurping Model for Assessing Light Hydrocar- 
bon Recovery in Contaminated Unconfined 
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Multiobjective Risk Analysis and Optimization of 
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System. — A. K. Nema and S. K. Gupta; 7(2), 
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Saturated Soils. —Irene M. C. Lo, Jianhong 
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Multicriteria Optimization for Infectious Medical 
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Shih and Yung-Teh Lin; 7(2), 78-85 (2003). 
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Integrated Simulation-Optimization Approach for 
Real-Time Dynamic Modeling and Process Con- 
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J.B. Li, G. H. Huang, A. Chakma, and X. S. Qin; 
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Aquifer. I: Simulation Analysis. — Hung-Kl 
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Slurries 

Total and Volatile Polyaromatic Hydrocarbon 
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